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outlet for TYPE B GUTTER (MODIFIED)

2. Include std 420001.

3. Include District Speclal Provision

$$DATESS

Standard Outiet for
TYPE B GUTTER (MOD)

lTr‘cnslﬂon length 3.05(10%)

Tie bars, *20(*8) epoxy coated
at 600(24) centers. (See std 420001 and 606201).
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SECTION A - A

#*15(*4) Relnforcement Bars
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399 | 36R-1, (3TR-2) TAZWELL 449 276
STA. T0 STA.
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Back of curb
*15(#4) Reinforcement Bars

COMBINATION CONCRETE
CURB AND GUTTER TYPE

B-15.30(B-6.12)

150(6)

with joints in t+he pavement. Joint shall be constructed in
accordance with the aplicable portion of Art. 606.06 of the
Standard Specifications.

SECTION B - B

o

30002)  pg  150(6) GENERAL NOTES:
(1)
1. Tle bars shall be constructed In accordance with detalls for
BULKHEAD LONGITUDINAL CONSTRUCTION JOINT shown on Standard 420001.
25(IR 2. Adjacent to sound existing p.c.c. pavement, tie bars shalil

installed in drilled holes In accordance with ar+ticle 420.10(b).

3. Construction and expansion Joints shall be installed In prolongation

All dimenslons are In milimeters
{Inches) unless otherwise noted.
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